Mobil Delvac 1™ LE 5W-30 helps F.lli Panizzolo
Autotrasporti achieve fuel savings of 1.5%

Objective
Improve Vehicle Productivity
Haulage Company: F.lli Panizzolo Autotrasporti
Distributor: Fiorese Bernardino Spa

•
•
• Location: Italy

Both F.lli Panizzolo Autotrasporti and Fiorese
Bernardino Spa shared the common vision
of improving the productivity of their vehicles.

Situation
The transport company, with a fleet of 52 service
vehicles for medium - and long-range road use,
sought a lubricant solution that could meet the
specific requirements of the new Euro VI engines,
whilst improving reduction in consumption,
maximum extension of oil change times according
to the OEM, and protection of the engines.
The new lubricant would replace a high-quality
10W-40 ACEA E7 motor oil.

Recommendations and Solutions
Fiorese Bernardino Spa recommended the
use of Mobil Delvac 1 LE 5W-30, a totally
synthetic lubricant capable of meeting the

strict requirements of new low-emission engines,
rationalising the range of motor oils necessary
and reducing friction, guaranteeing reduction of
fuel consumption. Moreover, its exclusive formula
also guarantees excellent protection for the engine
with extended oil change intervals.

Results and Benefits
After careful monitoring of fuel consumption
prior to and following the introduction of
Mobil Delvac 1 LE 5W-30, there was an average
fuel saving of 1.5% for the four vehicles tested.
Seasonal route, driver and load parameters
were taken into account for the testing to
correctly measure fuel consumption.
Furthermore, through the physical / chemical
analysis system, the conditions of the oil and
wear were monitored, which reached the oil
change intervals recommended by the
manufacturer without any issues.

Mobil Delvac 1 LE
5W-30 resulted in
a reduction in fuel
consumption of

1.5%

Based on the annual average fuel price, each
vehicle reached an economy equivalent to
€611.64/year, which for the entire fleet would
have a potential value of €31,805.09/year with
potential further reduction of CO2 emissions
of 84 tons/year.*

Advancing
Productivity

TM

* 84 metric tons of CO² emissions reductions = 31,818 litres of fuel consumption * 2.64kg CO² per litre of diesel fuel * 0.001 metric tons per 1000kg.
Emissions reduction calculated according to EPA published CO2 emission factors.
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